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1. Introduction

Related to the printer driver for the macOS, this manual describes:

- Installation procedure; and
- Instructions for the usage.

2. Operating environment

The table below lists the operating environment of the printer driver.

Category

Operating Environment

Supported

0S

Mac OS X 10.9 Mavericks
Mac OS X 10.10 Yosemite
Mac OS X 10.11 El Capitan
Mac OS X 10.12 Sierra

Mac OS X 10.13 High Sierra

Language

Japanese and English

Supported

printer

Teriostar LP-2050, LP-1030
(Worldwide sales model)

Teriostar LP-2030, LP-1140, LP-1145
(Japan only model)
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3. Install printer driver

This chapter describes the installation procedure of the printer driver.
The procedure below explains the installation of MacOS 10.13. Also follow the procedure below for the
installation on the OS with the other versions.

[ NON J {&] Downloads
< i = 0D o1 mv v

Favorites

@ Documents

o Downloads
& iCloud Drive

o

Teriostar2_Install_

#3; Applications

@ Recents v102.pkg
@) AirDrop 719 kB
#9 Desktop Double-click Teriostar2_Install_v102.pkg.
Devices
The printer driver's installation dialog
appears. Then click Continue
Check the product license and installation
[ ] w Install OKI Teriostar Printer Driver i i
destination.
Welcome to the OKI Teriostar Printer Driver Installer
I rCanonon \srzgv\:glrlel?e guided through the steps necessary to install this
License

Destination Select

Installation Type

Installation
Summary
( ] w Install OKI Teriostar Printer Driver
Software License Agreement
English &
» Introduction H
o License X i
Oki Data Corporation
Destination Select End User Software Agreement
Installation Type Definitions:
2 "Distributor” is Oki Data Corporation.
Installation
Summary This is a legal Agreement between you, the end user, and Distributor. By

opening this sealed media package and/or by using the Software, you are
agreeing to be bound by the terms of this Agreement.

Grant of Use Right. Distributor grants you the right to use one (1) copy of
the enclosed software program and accompanying documentation

with any upg ied by Distributor, the "Software") on a
single computer system at a time, subject to the terms and conditions of
this Agreement.
All rights not expressly granted herein are reserved by Distributor or its
successors.

You may:
Print... Save... Go Ba

y
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[ ] ‘e Install OKI Teriostar Printer Driver
Standard Install on “Macintosh HD"
~ I es This will take 1.2 MB of space on your computer.
» License Click Install to perform a standard installation of this software
L on the disk “Macintosh HD".

« Destination Select
@ Installation Type

Installation

Summary

Go B: Install
,/-\ Installer is trying to install new software.
|| |
—3
% Enter your password to allow this.
User Name: ‘ | ‘
Password: | |
Cancel Install Software
( ] ‘w Install OKI Teriostar Printer Driver
The installation was completed successfully.

@ Introduction
@ License
© Destination Select
© Installation Type
¢ Installation The installation was successful.
©® Summary

The software was installed.

Enter the username and password with
administrator privileges.
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4. Add a printer

After installing the printer driver, register the printer as follows.

Finder File Edit

About This Mac

System Preferen@

Location >

View

® FHH System Preferences

Q_ Search

= 5 a @

B om
 One
General Desktop & Dock Mission Language Security Spotlight  Notifications
Screen Saver Control & Region & Privacy .
On the System Preferences window,
= 'H' ‘ = select Printers & Scanners.
= v k [
Displays Energy Keyboard Mouse Trackpgd Printers & Sound Startup
Saver Scanners Disk
s @ © @ 0 u =
% o) o g
iCloud Internet App Store Network Bluetooth Extensions Sharing
Accounts
¢ @ @
Users & Parental Siri Date & Time Time Accessibility
Groups Controls Machine
[ ] < Printers & Scanners Q Se

No printers are available.
Click Add (+) to set up a printer.

Default printer:  Last Printer Used

Default paper size: A4

(o)

left part.

Click + (plus) at the dialog’'s lower

~

L -

® The procedure requires standard users to enter the
username and password with administrator privilege.

System Preferences is trying to unlock the
Printers & Scanners preferences.

Enter an administrator’s name and password to
allow this.

User Name:

Password:

Cancel




Oki Data Corporation

Search

Valid and complete host name or addresg.

Line Printer Daemon - LPD

. LP0O2

ve blank for default queue.

ame: LP-1030

Location-
Auto Select

Use v Generic PostScript Printer
Generic PCL Printer
Select Software...

Select the IP tab, and configure
Address, Protocol, and Queue.
After specifying Name, for Use select
Select Software....

[ ] Printer Software

Q oki /) x)
NS

Oki 24-Pin Series

Oki 9-Pin Series

OKI Teriostar LP-1030, 1.0.2

OKI Teriostar LP-1140, 1.0.2

OKI Teriostar LP-1145, 1.0.2

OKI Teriostar LP-2030, 1.0.2

OKI Teriostar LP-2050, 1.0.2

Enter oki in the searching text box.
Then the Teriostar series printers
appear.

Select a printer to be installed, and
press OK.

Cancel @

] < D Printers & Scanners Q
Printers LP-1030
ZE 1p-1030 AL .
- . ©|dle, Last Used ——— Open Print Queue...

Options & Supplies...
L

Location:
Kind: OKI Teriostar LP-1030, 1.0.2

Status: Idle

Share this printer on the network Sharing Preferences...

Default printer:

Default paper Sigg

The specified printer has been
added.

As required, change the Default
paper size setting.
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5. Print settings

This chapter explains the print settings for the printing operation with application.

5.1. Print function

Printer:  LP-1030 [T}
Presets: Default Settings ﬂ
Copies: 1
Pages: © All
From: 1 to: (1
Paper Size: SO A4 i 826 by 11.69 inches
Orientation: 'ﬁ LES
Printer Features [T
Resolution: = 600 dpi (Custom Dither) &)
Custom Dither:  Pattern Dither [T
10f 3 > » Paper Source: = Use Printer Setting &3
Paper Output: ~ Use Printer Setting [
Custom Paper Series:  ANSI| series  [&)
?  PDF g Hide Details Cancel LIS

5.1.1. Resolution

The Resolution field specifies the resolution and dithering on the print processing.

The lower the resolution is, the shorter the print processing time is and the lower the print image quality
is.

When Custom Dither is selected on the Resolution menu item, specify one from the setting values
shown under the Custom Dither menu item.

600 dpi (Standard Dither) [
300 dpi (Standard Dither)
Resolution v 600 dpi (Custom Dither)

| 300 dpi (Custom Dither)
Custom Div —

Paper Source: = Use Printer Setting a
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5.1.2. Custom Dither

On the Custom Dither field, the specified setting value is effective only when Custom Dither of the
Resolution field is selected.

Printer Features E

Resolution: = 600 dpi (Custom Dither) [

Custom Dither v Pattern Dither
Fine Dither
Pzl el Uniform Dither

Paper Output:  High Uniform Dither

5.1.3. Paper Source
On the Paper Source field, specify a paper supply method.

Printer Features E

Resolution: = 600 dpi (Custom Dither) E

Custom Dither:  Pattern Dither u
Paper Source v Use Printer Setting
Continuous
Paper Qutpu Optimal
Custom Pap Roll 1
Roll 2

Cont. (Paper)
Cont. (Tracing)

Cancel — J
Cont. (Film) I m

—— Optimal (Paper) i
Optimal (Tracing)

Optimal (Film)

5.1.4. Paper Output
On the Paper Output field, specify a paper output method.

Printer Features E

Resolution: 600 dpi (Custom Dither) H
Custom Dither:  Pattern Dither E

Paper Source: Use Printer Setting E

OFF

A3 Tray

Paper Output v Use Printer Setting
Custom Pap
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5.1.5. Custom Paper Series

On the Custom Paper Series field, specify a paper standard system for printing on the custom paper.

Printer Features ﬁ

Resolution: = 600 dpi (Custom Dither)

Custom Dither: = Pattern Dither ﬁ
Paper Source: Use Printer Setting a
Paper Qutput: Use ISO A se.rles

Arch series

Custom Paper Series v ANSI series
30x42 series
MAP B series

DIN B series Cancel
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5.2. Authentication Print

Printer:  LP-1030

Presets: Default Settings

(of o]

Copies: 1

Pages: @ All
From: 1 to: 1

Paper Size: SO A4 8.26 by 11,69 inches

Orientation: IE 'L;

Authentication Print

Authentication Mode:  Authentication Off

1of 3 > >

Project:

? PDF Hide Details Cancel

5.2.1. Authentication Mode

On the Authentication Mode field, select an authentication mode. According to the selected mode,
corresponding text input area become effective.

Authentication Print
Authentication Mode v Authentication Off P
One-time Password Authentication

PIN Code Authentication
Password Authentication

5.2.2. Project

On the Project field, specify a project name as required.

Authentication Print B
Authentication Mode: = Authentication Off a
Project:

10
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6. Special instructions

6.1. Register and print on custom paper

Register and print on the custom paper with considering the instructions below.

Paper Size:

On the Paper Size field, specify Width
and Height within the printer’'s maximum
paper size.

If the specified Width or Height
excesses the maximum paper size, the

printer does not start printing.

Supported maximum height

15m (590.55inches)

10m (393.7inches)

10m (393.7inches)

1682mm (66.22inches)

6m (236.22inches)

36in 393.7in
Width Height
Non-Printable Area:
LP-1030 [T
.2in
.2in e .2in
Left 2in Right
Bottom
+ —  Duplicate
? Cancel | (LS
Printer model Supported maximum width
LP-2050 914.4mm (36inches)
LP-1030 914.4mm (36inches)
LP-2030 914.4mm (36inches)
LP-1140 594mm (23.39inches)
LP-1145 594mm (23.39inches)
Printer Features [T
Resolution: 600 dpi (Custom Dither) &)
Custom Dither: = Pattern Dither d
Paper Source: Use Printer Setting d
Paper Output: Use ISO A Se.ries
| Arch series
Custom Paper Series v ANSI series l
30x42 series
MAP B series
DIN B series

Cancel

[ Print |

11

Specify the paper size standard of the
roll paper for printing with the registered
custom paper size.

Without the standard specified, the
printer does not print on the roll paper
loaded in the printer.
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6.2. Print document containing two pages or more with different page sizes

When the printer prints a document containing two pages or more with different page sizes, for example
as follows,

First page: A4 size

Second page: A3 size
the printer does not print it with correct page sizes. Note that the second page is clipped in accordance
with the first page’s size.

The cause of this symptom is that the printing application is not supported.
To avoid this problem, print a document containing different page sizes by specifying page size for each

page.

(End of Document/MS)

12



